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技术参数 Specifications

产品型号说明 Product Model:

电气参数 Ratings:

陶瓷密封结构，腔内充有氢气混合气体，无电弧泄露风险，接触电阻低且稳定；
Ceramic sealing structure with H2 mixed gas filled in the chamber, no risk of arc leakage, low&stable contact resistance;

良好的抗短路能力，确保通过短路电流，触头仍能可靠闭合不斥开，产品不起火不爆炸；
High value of short-circuit current withstanding to ensure the contacts can be reliably closed when encountering short-circuit
current, contributing to no risk of fire and explosion;

无极性灭弧设计，安装方向不敏感，适用回路双向电流的各种场景，使用安全可靠；
Non-polarity arc extinguishing design that is applicable to a range of scenarios with bidirectional current circuit safely and reliably;

可选配一组常开辅助触点；
A set of NO auxiliary contacts is optional;

能够在85°C环境下持续承载250A电流；
Carrying current 250A continuously at 85°C;

◇最大工作电压 
    Max. Switching Voltage: 2000VDC

◇额定电流
    Rated Current: 250A

◇主触点形式
    Main Contact Type: 一组常开 SPST-NO  

◇辅助触点
    Auxiliary Contact: 可选配 Optional 

◇辅助触点形式
    Auxiliary Contact Type: 一组常开 SPST-NO 

◇线圈额定电压
    Coil Rated Voltage : 12VDC/24VDC/48VDC

◇使用环境温度
    Ambient Operation Temperature : -40°C~+85°C

◇使用环境湿度
    Ambient Operation Humidity : 5%~85%RH

◇REACH

◇RoHS

产品特征 Features&Benefits:

 
                 HC         F        250         E/            2000         -24           H        C         2        H        □           -（）

 

公司代码
Company Code

系列代码
Series Code 
触点容量（额定电流）
Contact Rating(Rated Current) 
 衍生型号
Derivative Model           E: 衍生型 Derivative Model     

线圈电压
Coil Voltage                  12:12VDC;  24:24VDC;  48:48VDC
主触点形式
Main Contact Type        H: 一组常开 SPST-NO
线圈出线方式
Coil Input Terminal        C: 连接器 Connector
负载引出端方式
Load Input Terminal      1: 内螺纹  Internal Thread;2: 外螺纹 External Thread
辅助触点
Auxiliary Contact           无 Nil: 无辅助触点 No Auxiliary Contact; H: 一组常开 SPST-NO 
安装形式
Mounting                       无 Nil: 立体安装  Vertical Mounting
特性号
Special Code                 XXX: 客户特殊要求 Customer Special Code;  无 Nil: 标准型 Standard

负载电压
Load Voltage

   
   2000:2000VDC

F:方形系列 
Square Series

250:250A

认证/标准 Approvals/Standard:

产品型号说明 Product Model:
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HCF250E/□-□HC1 

主触点
Main Contact

线圈
Coil

2.天海THB0435308 + 天海THB0117505

2000VDC

≥5000VAC(1min)

≥5000VAC(1min)

≥1000MΩ(2000VDC)

≥1000MΩ(2000VDC)

2000V 型 Model

250A 2000VDC, 500 次(ops)，
仅分断 Only Breaking

（初始）

（初始）

(Initial)

Between Main Conta-
cts and Coil (Initial)

（初始）

（初始）

(Initial)

Between Main Conta-
cts and Coil (Initial)

;1000A 1500VDC 1 次(ops);1000A 1500VDC 1 次(ops)



2.天海THB0435308 + 天海THB0117505
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2000VDC

2000V 型 Model

250A 2000VDC, 500 次(ops)，
仅分断 Only Breaking

（初始）

（初始）

(Initial)

Between Main Conta-
cts and Coil (Initial)

（初始）

（初始）

(Initial)

Between Main Conta-
cts and Coil (Initial)

≥5000VAC(1min)

≥5000VAC(1min)

≥1000MΩ(2000VDC)

≥1000MΩ(2000VDC)

;1000A 1500VDC 1 次(ops)
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HCF250E/□-□HC1H

主触点
Main Contact

辅助触点
Auxiliary Contact

线圈
Coil

2.天海THB0435308 + 天海THB0117505

g

g
g

2000VDC

2000V 型 Model

250A 2000VDC, 500 次(ops)，
仅分断 Only Breaking

（初始）

（初始）

(Initial)

Between Main Contacts 
and Coil (Initial)

Between Main Contacts 
and Auxiliary Contact 
(Initial)

（初始）

（初始）

（初始）

(Initial)

Between Main Contacts 
and Coil (Initial)

Between Main Contacts 
and Auxiliary Contact 
(Initial)

（初始）

≥5000VAC(1min) ≥1000MΩ(2000VDC)

≥5000VAC(1min)

≥5000VAC(1min)

≥1000MΩ(2000VDC)

≥1000MΩ(2000VDC)

;1000A 1500VDC 1 次(ops)



2.天海THB0435308 + 天海THB0117505
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HCF250E/□-□HC2H
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2000VDC

≥5000VAC(1min) ≥1000MΩ(2000VDC)

2000V 型 Model

250A 2000VDC, 500 次(ops)，
仅分断 Only Breaking

（初始）

（初始）

(Initial)

Between Main Contacts 
and Coil (Initial)

Between Main Contacts 
and Auxiliary Contact 
(Initial)

（初始）

（初始）

（初始）

(Initial)

Between Main Contacts 
and Coil (Initial)

Between Main Contacts 
and Auxiliary Contact 
(Initial)

（初始）

≥5000VAC(1min)

≥5000VAC(1min)

≥1000MΩ(2000VDC)

≥1000MΩ(2000VDC)

;1000A 1500VDC 1 次(ops)
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M6  Screw 6N m~8N m  Ø6mm~Ø6.5mm     

 


